 SECTION 1: TYPICAL APPLICATIONS
Stale Air; Odors; Smoke Odors; Pet Odors; Bacteria; Molds/Mildew; Cooking Odors; Chemical/Cleaning Material Odors; Restroom Odors; Closet Odors; Garage Odors; Floating Particulate; Dust; Pollen; many other offensive odors including garbage and sewage odors, etc.

SECTION 2: ARANAIRE® FEATURES
Compact, lightweight and portable; easy to install ‑ silent to operate; No Maintenance; Low cost to operate (less than a 40 watt light bulb!); no filters to replace; no bulbs to burn out; no plates to clean or replace!

SECTION 3: ARANIZER® Model NS-8 Specifications
Patented “Super Oxygen” Generator (ARAN®) System Features: 

· Continuous electronic controller

· Easy To Clean Durable Stainless steel case

· Lightweight, compact and easy to carry

· Long Life: Unconditional 8 Year Warranty

· Operates continuously 24 hours per day for less than 9 ¢

· Uses 110 VAC/60 Hz Current (about 25 watts) @ 1 amp

Physical Dimensions: 14.5" Length x 7 " High x 5.5 " Depth.

Weighs less than 10 pounds.

"SUPER OXYGEN” (ARAN®) Output: 9288 mg/hr

Coverage: Up to 3000 Sq. Ft. @ 8' ceiling

SECTION 4: PRE‑INSTALLATION / INSPECTION
1. REMOVE UNIT FROM SHIPPING CARTON

2. INSPECT UNIT FOR ANY PHYSICAL DAMAGE

3. PLUG UNIT INTO 110VAC ELECTRICAL OUTLET having 3-prong receptacle.

    (NOTE: Use an Adapter for two prongs to three prongs if this is the only option)

4. Turn Control Knob to “Low” Position

5. Move Control Knob to “Medium” Setting, then to “High” setting while listening to faint sizzle sound increase in loudness as unit is increased to maximum output. (Adjust Unit to the level that you desire, Low, Medium or High.)

SECTION 5: PRINCIPALS OF OPERATION
  The forces of Nature purify and cleanse outside air with ultra‑violet sunrays, lightening and moisture. These forces bring the air cleansing action to the surface of the Earth. This process affects atmospheric contaminants and are either removed from the air by negative ionization which attracts them to the Earth's ground surfaces or are oxidized by the Super Oxygen created by the lightening. Oxidation is the chemical action of Oxygen combining with other materials, changing both the chemical and physical characteristics of that substance.

  The ARANIZER® electronically reproduces this natural phenomenon within any indoor environment. The ARANIZER®   does not create any artificial cleansing action nor does it create any harmful by‑products that are associated with Ozone. This electronic technology is designed to run continuously for many years. Turning the unit "on" and "off" will shorten the operating life of the ARANIZER®. The ARANIZER® re-establishes the freshness of air within the indoor environment and eliminates the needs of a filter in the machine.

  There is no need to filter, chemically treat or dilute air with the ARANIZER®. Air movement is important to the Unit to obtain maximum cleansing action. Since ARAN®     (O4,O5,O6 etc) is heavier than normal Oxygen in the air, a cascading effect is normal and the unit should be placed on high shelving, refrigerator tops, mantels etc. in order to fully utilize this natural air movement.  Always place the unit away from any cold air return ducts so that the ARAN® (Super Oxygen) can pass through that area before exiting through the cold air ducts.

SECTION 6: ADJUSTING AND SETTING THE CONTROL KNOB
  ARANAIRE® (Super Oxygen) output is totally controlled by the Control Knob. Set your control on the Low setting for one hour and notice the effect that it has on the air you are breathing. Should you notice little or no difference, adjust the knob to the Medium position and repeat the same steps as in the Low position. Your nose will be the best indicator as to how well the ARANIZER® is operating. 

  Because normal air is so polluted, it will take hours (sometimes days depending on the area) to notice the changes that are taking place on this molecular level. To cause an acceleration of this air purification process, you may turn the unit to the High position. When your nose detects the freshness odor, similar to the fresh smell you detect outside after a thunderstorm, you can then turn the control knob back to a position that maintains this freshness continuously.

  Since ARAN® (Super Oxygen) cannot hurt you, you may enjoy this phenomenon.  Many ARANIZER® owners want to feel this effect and your nose will let you know what is best for you!

SECTION 7: PLACING THE ARANIZER® UNIT
  Place the ARANIZER® as high as possible in the room area you spend most of your time or where you wish to purify the air. On a bookcase, shelf, second floor, refrigerator top (at least six (6) feet from the ground). Many pollutants rise in the air and the ARANIZER® needs to be higher than the pollutants so that the best results will occur throughout the entire room. This purifying effect will continue throughout your house if any of the unused Super Oxygen passes through the cold air return duct and is abundant enough to effect the other areas of your house.

The following suggestions will aid you in selecting a good location for your ARANIZER®:

1. Place the unit near the source of your worst odor.

2. Place the unit centrally in an open area.

3. In basement with mold and mildew problems.

4. In a closet to freshen and deodorize your clothing.

5. In a bathroom.  (The Aranizer® is an electrical device.  Don’t place unit near water or any place where it may come in contact with water!)

SECTION 8: MAINTENANCE
  Unlike all other devices used to filter or clean air, the only maintenance required to keep your ARANIZER® in excellent condition is to dust the unit occasionally when it may appear dusty. You will want to be proud of your ARANIZER® and will want it to be as clean as the air it is purifying.

  While you may be dusting your furniture more often while using the ARANIZER®, remember this: the dust that you are cleaning from the surfaces was once the dust and dirt that you would have been breathing! The particles that settle out of the air let you know that the ARANIZER® is doing its job!

SECTION 9: TROUBLESHOOTING

If your unit is not operating, check the following:

1.   Is the ARANIZER® plugged in?

2.   Is the Electrical Outlet active?

3.   Is the Fuse located in the side of the unit good?

4.   Is the ARANIZER® Turned “ON”?

  No attempt should be taken to open the unit if it appears to malfunction. Do not break the Warranty Seal Rather, return it to the factory for free repair. You pay only the freight to and from the factory during the first eight years of ownership.

SECTION 10: WARRANTY

  The ARANIZER® is made of the finest electrical components. All units are warranted for eight full years from date of purchase. An extended 25-year warranty is available from the factory for $150.00, which covers all parts and labor during this time. (See Warranty Card)

Please record the serial number on the Warranty Card and return it to the factory for immediate activation of the Warranty.  Failure to complete and return Warranty Card within 30 days voids Warranty.  Aran®-Aqua is not responsible for lost, illegible, or damaged cards received/not received.

For any further information or assistance, you may call:

ARAN® AQUA POLLUTION CONTROL SYSTEMS

1-866-ARANAIR or fax (330) 769-1755

PO Box 288, Chippewa Lake, OH 44215

You can find out more about Aranizer® products at:

WWW.ARANIZER.COM

The ARANIZER® MODEL NSX-8
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PLEASE READ INSTRUCTIONS PRIOR TO OPERATING ARANIZER®
·  Pre-Operation Information

· Operation

· Maintenance

· Warranty
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CAUTION: CONNECT ONLY TO ALTERNATING CURRENT (AC): 110 VAC 60 Hz NEVER CONNECT TO DIRECT CURRENT (DC)!

ARAN® AQUA POLLUTION CONTROL SYSTEMS

PO Box 288 CHIPPEWA LAKE, OH 44215
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